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TEX 120 FLAG S PET fabric 120gr ideal for flags. 
Tessuto in PET 120gr ideale per bandiere.  

 
 
 
❶ Description 
 

100% polyester (PET) fabric 110gr, matt white. Ideal for flags. 
Flame Retardant DIN 4102 Class B1. 
 
❷ Applications 
 

TRANSPARENT polyethylene liner. Suitable for applications such 
as flags, banners, prints for sporting events. SEWABLE AND 
EYELETABLE. COLD CUTTING. 
 
❸ Printability 
 

Support suitable for printing with Solvent / Eco-Solvent / UV 
Latex base inks. A room is recommended conditioned printing 
at ± 23 ° C (73 ° F) and 50% relative humidity. The maximum 
ink saturation allowed is 270%. Note: For Latex printing it is 
advisable to carry out a preliminary test before proceeding 
with production. 

❶ Descrizione 
 

Tessuto 100% poliestere (PET) 120gr, bianco opaco. Ideale per 
bandiere. PVC Free. Certificato Oeko-Tex Standard 100. 
 
❷ Applicazioni 
 

Liner in polietilene TRASPARENTE. Adatto per applicazioni tipo 
bandiere, stendardi, stampe per manifestazioni sportive. 
CUCIBILE E OCCHIELLABILE. TAGLIO A FREDDO. 
 
❸ Stampabilità 
 

Supporto indicato per stampa con inchiostri base 
Solvente / Eco-Solvente / UV / Latex. Si consiglia una sala 
stampa condizionata a ± 23°C (73°F) e 50% di umidità relativa. 
La saturazione massima inchiostro consentita è 270%. 
NB: Per la stampa Latex si consiglia l'esecuzione di un test 
preliminare prima di procedere con la produzione. 
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