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WALL 300 CANVAS FR Canvas effect not adhesive Wallpaper 
Carta da parati non adesiva effetto Tela pittorica 

 
 
 
❶ Description 
 

NON-ADHESIVE 300g wallpaper, covered with a layer of plasticized 
PVC CANVAS EFFECT. Flame Retardant d0. 
 
❷ Applications 
 

Ideal for applications such as interior furnishings, wall 
customizations, public places, photographic backgrounds. 
 
❸ Printability 
 

Suitable for the printing with Solvent / Eco-Solvent / UV / Latex 
base inks. We recommend a printing room conditioned 
to ± 23 ° C (73 °F) and ± 50% relative humidity. 
The maximum ink saturation is 270%. 

❶ Descrizione 
 

Carta da parati NON ADESIVA 300gr, rivestita da uno strato in PVC 
plastificato EFFETTO TELATO. Flame Retardant d0. 
  
❷ Applicazioni 
 

Ideale per applicazioni quali l’arredamento d’interni, 
personalizzazioni di pareti, locali pubblici, sfondi fotografici. 
  
❸ Stampabilità 
 

Supporto indicato per stampa con inchiostri base Solvente / Eco-
Solvente / UV / Latex. Si consiglia una sala stampa condizionata 
a ± 23°C (73°F) e ± 50% di umidità relativa. La saturazione massima 
inchiostro consentita è 270%. 
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