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DTF PET 120 PREMIUM HOT PEEL 100% PET DTF film 120µ HOT PEEL 
Film per DTF 100% PET 120µ STACCO A CALDO 

 
❶ Description 
 

100% PET film thickness 120µ for prints with DTF system 
(Direct To Film), hot peeling. OEKO TEX certified. 
 
❷ Applications 
 

Suitable for printing with DTF (Direct To Film) inks to be transferred 
later, after applying the glue, on nylon, Lycra, silk, fleece, leather 
fabrics by heat press. Optimal operation 130/135 ° C for 10/15 ". 
HOT RELEASE, ANTISTATIC, Single Side Matt. 
 
❸ Printability 
 

Suitable for printing with DTF (Direct To Film) inks. 
 
❹ Dimensioni Standard 
 

Altezze (cm) Lunghezza (mtl) 

30 / 60 100 
 

❶ Descrizione 
 

Film 100% PET spessore 120µ per stampe con sistema DTF 
(Direct To Film), spellicolamento a caldo. Certificato OEKO TEX. 
 
❷ Applicazioni 
 

Adatto per la stampa con inchiostri DTF (Direct To Film) da trasferire 
su tessuti in nylon, Lycra, seta, felpa, pelle tramite pressa a caldo. 
Funzionamento ottimale 130/135°C per 10/15”.  STACCO A CALDO, 
ANTISTATICO, Single Side Matt. 
 
❸ Stampabilità 
 

Adatto per la stampa con inchiostri DTF (Direct To Film). 
 
❹ Dimensioni Standard 
 

Altezze (cm) Lunghezza (mtl) 

30 / 60 100 
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